PARCEL 1

Beginning at the Northwest Corner of the SE1/4 of the NW1/4 of Section 17, Township 2 South,
Range 3 West of the Uintah Special Base and Meridian;
Thence South 89°54°53” East 688.45 feet along the North line of said SE1/4 to the West

right—of—way

Thence
Thence
Thence
Thence
Thence
Thence
Thence
Thence
Thence

South
South
South
South
North
South
South
South
North

fine of SR 87:

41°36°29" East 8.69 feet along said right—of—way:

86°28°57" West 394.18 feet:

00°29°40” West 69.90 feet:

89°57°11" West 80.20 feet:

00°29°40” East 5.00 feet:

87°11°59” West 69.58 feet:

02°53°00” East 53.36 feet:

88°13'37” West 154.64 feet to the West line of said SE1/4:
00°29°40" East 158.15 feet to the POINT OF BEGINNING, containing

Containing 1.06 acres.

Together with an easement for the maintenance of an existing drain field the centerline of which
begins at a point which is South 47.09 feet and 300.65 feet East of the Northwest corner of the
above described parcel;

Thence South 87°00°51" East 52.00 feet.

PARCEL 2

Commencing at the Northwest Corner of the SE1/4 of the NW1/4 of Section 17, Township 2
South, Range 3 West of the Uintah Special Base and Meridian;
Thence South 89°54°53” East 688.45 feet along the North line of said SE1/4 to the West

right—of—way
Thence South
BEGINNING:

Thence South
Thence North
Thence North
Thence North

line of SR 87:
41°36°29” East 8.69 feet along said right—of—way to the TRUE POINT OF

41°36'29” East 287.32 feet along said right—of—way:
89°54°53" West 408.00 feet parallel with said North line:
00°29°40” East 200.98 feet:

86°28'57" East 215.89 feet to the TRUE POINT OF BEGINNING,

containing 1.50 acres.

NARRATIVE

This survey was performed at the request of James Evans for the purpose of locating the boundary
lines of the parcels of land shown on this plat. This section was originally surveyed by the

General Land Office using the "3—mile” method during which the sixteenth corners were set.
Accordingly a search was made for these corners with the results noted on the plat. The right—of—
way line of the highway was determined from monuments found on the right—of—way lines and

are indicated on the plat. Existing fences in the area were tied in and are shown with their
relationships to the property lines.
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